
versatile



S
A

M
P

LE
 S

H
E

E
T

S

Applications:

Agricultural and industrial applications including:

 Fruit and vegetable paper packaging market where boxes are 
exposed to changing cyclic humidity conditions.

Agricultural applications where the cold chain is employed  
in both local and export markets.

Non-food applications such as tobacco leaves and long stem flowers.

 Industrial applications where heavy duty boxes are required for 
shipping, e.g. automotive parts, domestic appliances, beverages and cans.

Frozen applications such as fish and meat.

All over the world there is an increasing need to use renewable, sustainable and biodegradable 
resources. Sappi’s range of versatile Containerboard paper products ensures that whatever 
the application may be, there is a solution best suited to that need.

Sappi’s products are manufactured with the end-use in mind and the versatility of the range 
allows for functional paper combinations to create value added products.

Our extensive range of kraft linerboard and semi-chemical fluting with a significant percentage 
of virgin fibre, is ideally suited for the high-end, heavy duty market applications which endure 
rigorous conditions within the supply chain.

Ultraflute is our new semi-chemical flute. Ultraflute is made with virgin NSSC fibre 
and is the preferred choice for maximising machine performance and runnability. 
Using Ultraflute has a cost advantage for customers due to its strength and convertibility 
characteristics, resulting in an improved yield and a lower cost end-use product whilst still 
meeting the required performance standards.

Ultraflute is made from renewable resources derived from responsibly managed and 
sustainable plantations. It is biodegradable and recyclable, making Ultraflute your natural 
choice for packaging requirements.
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Typical Values

Certifications
ISO 14001

ISO 9001

Forest Stewardship Council (FSC)®

Ultraflute has been tested for compliance with heavy metals and cadmium as specified by the BfR 
Recommendation  XXXVI - Paper and Board for Food Contact.

ULTRAFLUTE - STANDARDISED GRAMMAGE RANGE

PROPERTY UNIT METHOD OF ANALYSIS

Nominal Basis Weight

Moisture

SCT CD

Porosity (Bendsten)

Test Date

125 140 165

kN/m

%

g/m2

ml/min

On-line

On-line

ISO 9895

ISO 5636/3

125 140 165

9.5 9.6 9.3

3.2 3.7 4.4

149 117 118

May

Above values indicative of typical values

Also on request - other tests: CCT, Tensile MD, Tensile CD

Reel Size
1270 mm diameter x 102 mm core

Burst Index kPa.m2/g ISO 2758 3.6 3.5 3.5

Ring Crush CD kN/m ISO 12192 1.2 1.5 2

CMT N/10AF ISO 7263 322 370 482

MayMayMay

150

150

9.6

4.1

109

3.5

1.7

427





CMT 30 INDEX SCT-CD INDEX

Medium High Performance

Medium

Medium

≥ 1.8 ≥18.0

≥ 1.6 ≥ 15.0

≥ 1.3 ≥ 13.5




